
 

      

     STATEMENT OF WORK  

 

PAINTING SERVICES FOR THE AMERICAN CENTER – JERUSALEM (ACJ) 
 

OVERVIEW 

The American Embassy Jerusalem has a requirement to patch and repaint the 
interior of American Center Jerusalem Office in 19 Keren Hayessod Street. To this 
end, Embassy Jerusalem requires quotations for a contractor to complete the 
proposed task.  

 

INTENT 

Requirements in this SOW serve as a direction to the Contractor for the repainting 
of the interior of the ACJ Office. The Contractor shall perform all services in 
accordance with standards of skill, care and diligence adhered to by reputable, first 
class and shall conform to widely accepted professional practices. 

 

PROJECT DESCRIPTION 

The American Embassy intends to repaint the interior of the American Center 
Jerusalem office. The requirements below are the basis for the refurbishment. The 
refurbishment shall use only high-quality, first-class materials and fittings. A site 
visit will be scheduled. 



WORK SAFETY  

Contractor shall at its own expense, protect its employees and all other persons 
from risk of death, injury or bodily harm arising from or in any way related to the 
work. Contractor shall fully comply with all laws, orders, citations, rules, 
regulations, standards, and statutes concerning occupational health and safety, 
accident prevention, safety equipment and practices, including, but not limited to 
federal and state OSHA regulations. Contractor shall provide the COR with the 
contact person responsible for contractor safety compliance. Contractor shall 
conduct daily inspections to determine that safe working conditions and 
equipment exist, and safe practices are observed, and accepts sole responsibility 
for providing a safe workplace for its employees and all subcontractors and 
material suppliers. Contractor shall immediately notify the COR of any unsafe 
conditions or practices observed on the work site. The Contractor shall immediately 
notify the COR of any job-related accidents or injuries on the work site. 

 

CONTRACTOR PROVISIONS 

The Contractor shall supply everything necessary for the execution and completion 
of the work including paint, brushes, rollers, drop sheets, sandpaper, fillers, 
sealants, scrapers, thinners, tints, color charts, masking tape and material, ladders, 
and scaffolding. Site preparation and installation performance shall be in 
accordance with safety codes and standards. 

 

STATEMENT OF WORK 

Interior Walls - All nail holes, cracks, etc… to be filled with appropriate patching 
materials and sanded to there is no visual different between the repaired area and 
the untouched area.  All walls received 2 coats of paint.  Color to be determined at 
the walkthrough. 
 
Ceilings - All nail holes, cracks, etc.… to be filled with appropriate patching 
materials and sanded to there is no visual different between the repaired area and 
the untouched area.  All ceiling received 2 coats of paint.  Color to be determined 
at the walkthrough. 



Old Paint- Old paint should be removed/scraped from door frames, tiles, marble, 
plastic, light switches, floors, etc.… to ensure a clean finish at completion. 
 

APPLICABLE PAINTING STANDARDS/PAINT SPECIFICATIONS. 

Painting and preparatory work shall follow Israeli and American standards as 
determined by the COR.  Any paint not provided by the Government under this 
contract shall be approved in advance and directed by the COR. 
 
Wall Paint: Tambor Supercryl 2000. 

Ceiling Paint: Tambor Polyceed White. 

The colors will be determined during the walkthrough. 

Measure the areas that need to be painted will be done by the contractor during 
the walkthrough.  

 

PREPARATION/PROTECTION OF WORK AREA. 

Painting shall not disturb or damage any fixed property (including light fixtures, 
floors, carpets, or windows).  The Contractor shall move, protect and return such 
property to its original position upon completion of work in that area. 

The Contractor shall first remove or protect furnishings (such as furniture or 
equipment) by appropriate covering.  The Contractor shall protect floors/ground 
from soiling and paint spills.  To protect floors (of all types) from damage, the 
Contractor shall use a suitable protective cover.  The Contractor shall also equip 
ladders and scaffolding with clean rubber shoes or similar protection devices. 

If the Contractor spills any paint, or in any way soils the floors, the Contractor shall 
clean up using a specialist floor finishing company at the Contractor's expense.   

After completion of the painting work, the Contractor shall return all furnishings to 
their original position and clean the work area free of litter and debris.  “Cleaning” 
includes fully mopping, dusting, sweeping, wiping all surfaces in the house 
including floors, walls, doors, all edges, vacuuming carpets, wiping windowsills, 
etc.… 



The Contractor shall remove hardware and hardware accessories, plates, light 
fixtures, and items in place that are not to be painted, or provide protection such 
as taping, prior to surface preparation and painting.  (Taping includes windows, 
door jams, etc.) 

 
Brush Application: 

The Contractor shall brush-out and work brush coats into surfaces in an even film.   

The Contractor shall eliminate cloudiness, spotting, laps, brush marks, runs, sags, 
ropiness, or other surface imperfections.   

The Contractor shall draw neat glass lines and color breaks. 

The Contractor shall apply primers and first coats by brush unless manufacturer's 
instructions permit use of mechanical applicators. 

Mechanical Applications:  

The Contractor shall use mechanical methods for paint application when permitted 
by manufacturer's recommendations, governing ordinances, and trade union 
regulations. 

 
Wherever spray application is used, the Contractor shall apply each coat to provide 
the equivalent hiding of brush-applied coats. The Contractor shall not double-back 
with spray equipment building-up film thickness of two coats in one pass, unless 
recommended by the manufacturer. 
 
Upon completion of painting, the Contractor shall clean the glass and paint-
spattered surfaces.  The Contractor shall remove spattered paint by washing, 
scraping or other proper methods, using care not to scratch or damage adjacent 
finished surfaces. 

 
The Contractor shall remove temporary protective wrappings after completion of 
painting operations. 
 
 
 



Touchup: 
The Contractor must include in his price a 1-day paint touch up to repair small 
marks and damage to the walls, ceiling, doors, etc.…  The Contractor is expected to 
make repairs in a professional manner including filling holes and sanding areas as 
necessary.  The Contractor must include sweeping, mopping, and wiping work 
areas after the touchup. 
 
The Contractor shall clean and prepare surfaces to be painted following the 
manufacturer's instructions before applying paint or surface treatments.  This 
preparation includes removal of oil, dust, direct, loose rust, mildew, peeling paint 
or other contamination to ensure good adhesion.  In some cases, the Contractor 
may be requested to remove all existing coats of paint and sealers if prior paint 
application is showing signs of improper adhesion, such as peeling, chipping, 
etc.    All surfaces must be clean and dry. The Contractor shall schedule cleaning 
and painting so dust and other contaminants will not fall on wet, newly painted 
surfaces. 

 
The Contractor shall notify the Contracting Officer or COR of problems anticipated 
for any minor preparatory work required, such as but not limited to, filling nail 
holes, cleaning surfaces to be painted, and priming any requisite areas.  Plan 
preparatory work as most units in residential areas will have nail holes or areas 
that will need to be primed or sealed.  Replace all electrical covers with new covers 
after painting. 
 

Application:   

The Contractor shall apply paint following the manufacturer's directions.  Use 
applicators and techniques best suited for substrate and type of material being 
applied.  Do not paint over dirt, rust, scale, grease, moisture, scuffed surfaces, or 
conditions detrimental to formation of a durable paint film.  

The Contractor shall provide finish coats that are compatible with primers used. 

The number of coats and film thickness required is the same regardless of 
application method.  The Contractor shall not apply succeeding coats until previous 
coat has cured.  The Contractor shall sand between applications where required to 
produce a smooth, even surface. 



The Contractor shall apply additional coats when undercoats or other conditions 
show through final coat, until paint film is of uniform finish, color, and appearance. 

Scheduling Painting:  

The Contractor shall apply the first coat to surfaces that have been cleaned, 
pretreated, or otherwise prepared for painting as soon as practicable, and before 
subsequent surface deterioration.  Allow sufficient time between successive coats 
to permit proper drying.  Do not recoat until paint has dried.   

Minimum Coating Thickness:  

The Contractor shall apply materials at the manufacturer's recommended 
spreading rate.  The Contractor shall provide a total dry film thickness of the 
system as recommended by the manufacturer. 
 

Prime Coats:  

Before application of finish coats, the Contractor shall apply a prime coat as 
recommended by the manufacturer to material required to be painted or finished, 
and which has not been prime coated. 
             
The awardee will be responsible for furnishing all items required for completion of 
the services under this contract with the exception of those items outlined in the 
Statement of Work or directed by the COR (e.g., paint provided by the 
Government). 
 


	PAINTING SERVICES FOR THE AMERICAN CENTER – JERUSALEM (ACJ)

